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As DVTel releases the next 
generation of Altitude IP 
cameras, we included a 
number of optional parts to 
support the different 
installation applications 
that security professionals 
run into when installing 
cameras and devices in the 
field. 

 

There are potentially four 
parts to a camera 
installation. Not all 
installations require these, 
and not all cameras need 
the same pieces. This 
guide will quickly make you 
an expert on the parts 
needed to install DVTel 
Altitude cameras in almost 
any application imaginable. 

 

1. Camera (Fixed Mini-dome, Mini PTZ, Full-size PTZ, and Fixed "Box-Typeò) 

2. Bracket (recessed bracket, pendant housing or adapter, etc.) 

3. Arm or extension (pipe, arm, etc.) 

4. Mounting bracket (Wall Box, Pole adapter, etc.) 

 
 
As always, DVTel sales and pre-sales staff is here to help. Also refer 

to your pricing guides and manuals for additional information. 

CAMERA MOUNTING OPTIONS - Introduction 
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All of DVTel's Fixed mini-domes, support indoor and outdoor 

applications, and come standard as surface mount devices. There 

are a number of installation options that are supported through the 

use of optional brackets and kits. 

 

 

 

 

 

 

(CM-RCSD-0) Recessed Bracket: for flush mounting in a ceiling 
or wall. When additional support is needed for installation in a 
"drop tile" ceiling this kit can be paired with a speaker T-Bar 
bracket. Call pre-sales support for specifics and additional 
options. 

 

 

 

 

(CM-CAPX-0) Pendant Housing: for indoor or outdoor use with an 

arm or extension (removable sun-shield shown in picture to at left). 

The pendant housing replaces the standard surface mount 4s 

back-box compliant housing with a housing with removable sun 

shield and works with DVTel's quick connect arms and extensions.  

 

 

 

 

 

Refer to Pages: 

o 5 & 6 to find extensions, arms and adapters to use with Fixed dome and PTZ 
cameras. 

o 7 for examples of traditional mountings. 

 

 

FIXED MINI-DOME MOUNTING OPTIONS 
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Indoor PTZ cameras come standard as surface mount, 
while outdoor versions come with an integrated 
environmental housing with removable sun shield.  

 

 

 

 

 

 

 

 

 

 

(CP-RCSD-0 for CP-11/CP-RCSD-1 for CP-21) Indoor PTZs can 

be flush mounted with a recess kit. When additional support is 

needed for installation in a "drop tile" ceiling this kit can be paired 

with a standard 6" speaker ceiling brackets can be used. Call pre-

sales support for additional options. 

 

 

 

 

(CP-CAPX-0) Pendant Cap ï use with indoor mini and full size 

PTZs to connect a surface mount PTZ to an arm or extension. 

This adapter sits between the surface mount camera and the 

extension, to provide the quick connect feature of the Altitude 

arms and extensions. 

 

 

 

The outdoor versions' environmental housing supports the quick connect brackets as 
standard and no adapters are needed. 

 

 

The Pendant Cap and Outdoor versions are for use with a series of arms, extensions and 
adapters that are discussed on pages 5 & 6. 

MINI AND FULL SIZE PAN, TILT & ZOOM MOUNTING OPTIONS 
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All of DVTel's arms, extensions and adapters support the quick connect fittings on the 
pendant cap/housings and outdoor housings for easy and fast installation. They support a 
variety of applications. 

 

 

 

 

 

 

 

 

 

 

 

 

 

There are also a series of adapters to use when upgrading a previous model of a DVTel 
Altitude camera, or when using a custom mount or one from another vendor. 

 

CX-F150-0 - 1.5" Inner Diameter Threaded  
CX-F125-0 - 1.25" Inner Diameter Threaded 

CX-F150-1 - 1.5" Outer Diameter Threaded 

 

 

 

(CM-TRIA-0) Also, for interior corner mounted installations there 
is an interior corner mount for use with Fixed Mini-domes 
(requires the use of a CM-RCSD-0). This provides a perfect 
vandal resistant solution for Elevators, detention facilities, lobbies, 
and other applications. 

ARMS, EXTENSIONS & ADAPTERS ï Fixed and PTZ Dome Cameras 

CX-ARMX-0 Short 
Arm (for use with 
mini-domes, or 
indoor PTZ only 

CX-ARMX-1 
Long Arm (for 
use with any 
dome camera 

CX-PIPE-0,  
CX-PIPE-1 Short 
(25 cm) and Long 
(50 cm) pipe 
extensions with 
mounting flange 
 

CX-SWAN-0 
Roof Mount 
(Swan) with 
mounting flange. 
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DVTelôs Arms and Extensions can support even more installations with the use of additional 
brackets and boxes.  

 

Brackets are common for mounting devices to non-flat surfaces (i.e. poles and building 
corners.) 

 

CX-CRNR-0 ï Corner bracket for use with CX-ARMx-0 

 

 

 

 

 

CX-POLE-0 ï Pole bracket for use with CX-ARMx-0 (Mounting ñbandsò included) 

 

 

 

 

In any specific installation there may be a need for additional equipment to be placed near 
the device. These can include fiber converters, power supplies, and more. For this DVTel 
has a series of Bracket/Box combinations to support a variety of installations. 

 

 

 

CX-WLBX-0 ï Wall mount Bracket/Box fits CX-ARMx-0 

 

 

 

 

 

CX-CNBX-0 ï Corner Mount Bracket/Box fits CX-ARMx-0 

 

 

 

 

CX-PLBX-0 ï Pole mount Bracket/Box fits CX-ARMx-0 (Mounting ñbandsò 

included) 

BRACKETS AND BOXES ï Fixed Box, Fixed Dome and PTZ Arms and Extentions. 
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Recessed Mini-dome: 

CAMERA  + CM-RCSD-0  
 
Mini-dome pendant mount: 

CAMERA  + CM-CAPX-0  + CX-PIPE-x  
 
Indoor Surface mount PTZ 

CAMERA  
 
Replacement of an existing DVTel outdoor PTZ 

CAMERA  + CX-F150-1  
 
Indoor corner mount PTZ 

CAMERA + CP-CAPX-0 + CX-ARMX-0  + CX-CRNR-0  
 
Indoor corner mount mini-dome 

CAMERA  + CM-RCSD-0  + CX-TRIA-0  

SAMPLE INSTALLATIONS ï Fixed Dome and PTZ Cameras 


