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Precautions
To prevent damage to your dome camera or injury to yourself or to others, 
read and comply with the safety precautions in the enclosure installation and 
camera sheet before installation and use. 

Installing the Pendant Cap

1. Install the Pendant Cap onto Location
Screw the pendant cap onto a suitable conduit or location that has 1 1/2" 
inch NPT threads. Use PTFE tape on the screw thread to ensure a tight 
moisture proof seal  or an appropriate thread compound to the threads of 
the pendant cap. Make sure the cables are properly arranged and ready to 
be connected to the dome camera.

2. Remove the Dome Cover
Use the torx screw driver and loosen the four cover  screws. The screws 
are captive and will be retained in the lid.

3. Connecting the Cables
Connect the required cables, such as video and power cables with care. 
Limit your cable length that is coming into the pendant cap to 
approximately 10". Arrange and put the cables into the pendant cap.

4. Fit the Dome Base onto Pendant Cap
Drill or knock out the four screw access 
holes on the dome base, then secure the 
safety lanyard on the base.  
Insert and tighten the four machine 
securing screws to fix the dome base 
into the pendant cap.

5. Adjust the Camera Position and Test
Adjust the camera to the required position and test. See detail instructions 
in enclosure and camera installation sheet.

6. Install the Camera Liner and Dome Cover
Carefully fit the camera liner on the camera module. place the dome cover 
and secure the four cover screws with the supplied torx screw driver.

Packing List
•  Pendant Cap x 1
•  Screw Pack (with 4 Threaded Machine Screws )
•  Safety Lanyard x 1
•  Securing Screw x 1

Please visit our website for more information:
www.DVTel.com.

Make sure your wall or ceiling mount is suitably sealed so water will not pass 
into the pendant cap.Note:

DO NOT disassemble or modify the safety lanyard.Note:

Secure the safety lanyard on the dome base.


