


 Network Fixed Cameras

Product Family CF-1100 CF-2100 CF-3200 CF-4200 ioicam 
mmp100dn

ioicam 
wdc100dn ioicam sc1dn

Model Number CF-1101-0 CF-2101-0 CF-2101-1 CF-3221-00 CF-4221-00 mmp100dn wdc100dn sc1dn

Max Resolution/Frame Rate* VGA       D1-NTSC/PAL D1-NTSC/PAL 720p/1.3MP 1080p/2.1MP 4CIF (including Picture in 
Picture) 4CIF VGA

IP Video Compression H.264 & MPEG4 H.264 & MPEG4 H.264 & MPEG4 H.264 H.264

M-JPEG and MPEG4 
SP, Two separate, 
independent and 

configurable video 
streams

M-JPEG and MPEG4 
SP, Two separate, 
independent and 

configurable video 
streams

MPEG4 SP and M-JPEG

Camera Color Day/Night Day/Night-WDR Day/Night-WDR Day/Night-WDR Day/Night Day/Night-WDR Day/Night

Indoor/Outdoor Indoor Indoor Indoor Indoor Indoor Indoor Indoor Indoor
CCD/CMOS CCD CCD CCD CMOS CMOS CMOS CMOS CMOS

Streams 2 2 2 2 2 2 2 1
Analytics No No No Tamper Detection Tamper Detection Yes Yes Yes

Image Sensor 1/3” Sony SuperHAD 1/3” Sony ExView 1/3” Sony SuperHAD II 1/3” 1.3MP CMOS 1/2.7 HD1080 CMOS 1/2” Aptina 1/3” Pixim 1/4” Aptina

Scanning Mode Deinterlaced Deinterlaced Deinterlaced Progressive Progressive Progressive Progressive / Interlaced Progressive / Interlaced

Wide Dynamic Support No No Yes Yes Yes No Yes No

Sensitivity 0.2 Color / 0.03 B/W (Lux) 0.2 Color / 0.03 B/W (Lux) 0.2 Color / 0.03 B/W (Lux) 0.2 Color / 0.03 B/W (Lux) 0.2 Color / 0.03 B/W (Lux) low light sensitivity to 0.3 
lux B/W

0.6 lux Color / 0.1 lux B/W. 
Minimum Illumination, 

f/1.2, 50IRE, 34dB Gain. 

0.3 lux color / 0.05 lux in 
night mode

Lens Type C/CS mount C/CS mount C/CS mount C/CS mount C/CS mount C/CS Mount C/CS Mount C/CS Mount

Iris Control DC Auto DC Auto DC Auto DC Auto DC Auto DC Auto DC Auto DC Auto

Mechanical IR Cut Filter N/A Yes Yes Yes Yes Yes Yes Yes

Motion Detection Yes - Multi-Zone Yes - Multi-Zone Yes - Multi-Zone Yes - Multi-Zone Yes - Multi-Zone Yes Yes Yes

Frame Rate (support in all 
resolutions) 2x30NTSC-2x25PAL 2x30NTSC-2x25PAL 2x30NTSC-2x25PAL 30+30 HD 720

30+15 1.3MP
30@HD1080

+30 D1 30 fps total per camera 30 fps total per camera 30 fps total per camera

# of concurrent streams 2 2 2 2 2 2 2 1

Audio Support Bi-Directional Bi-Directional Bi-Directional Bi-Directional Bi-Directional Bi-Directional via API Bi-Directional via API No

Ethernet 10/100 Auto sensing 
(RJ45)

10/100 Auto sensing 
(RJ45)

10/100 Auto sensing 
(RJ45)

10/100 Auto sensing 
(RJ45)

10/100 Auto sensing 
(RJ45)

10/100 Auto sensing 
(RJ45)

10/100 Auto sensing 
(RJ45)

10/100 Auto sensing 
(RJ45)

Serial Port RS-422/485 2/4 Wires RS-422/485 2/4 Wires RS-422/485 2/4 Wires RS-232 / RS485 RS-232 / RS485 RS-232 / RS485 RS-232 / RS485 No

Input/Output contacts 2 Input / 1 Output 2 Input / 1 Output 2 Input / 1 Output 1 Input / 1 Output 1 Input / 1 Output 1 Input / 1 Output 1 Input / 1 Output 1 Input / 1 Output

SD Memory Slot Yes Yes Yes Yes Yes No No No

Power Requirements 12VDC / 24VAC / PoE 12VDC / 24VAC / PoE 12VDC / 24VAC / PoE 12VDC / 24VAC / PoE 12VDC / 24VAC / PoE 12VDC / 24VAC / PoE 12VDC / 24VAC / PoE 5VDC
Power Consumption 6 Watts 6 Watts 6 Watts 6 Watts 6 Watts 9W 9W 3W

Features denoted as “Available” are included in certain models only.  See the detailed data sheets or ordering guide for the specific models that support those features.



Network Mini-Dome Cameras

Product Family CM-1100 CM-2100 CM-3200 CM-4000 CM-4200

Model Number CM-1101-01
CM-2101-01 CM-2101-21 CM-3211-00 (Indoor)

CM-3211-01 (IP66)
CM-3211-11 (Motorized IP66)

CM-4021-01
CM-4221-00 (Indoor)
CM-4221-01 (IP66)

CM-4221-11 (Motorized IP66)    CM-2101-11 CM-2101-31

Max Resolution/Frame Rate* VGA D1-NTSC/PAL 720p/1.3MP 1080p/2.1MP 1080p/2.1MP

IP Video Compression H.264 & MPEG4 H.264 & MPEG4 H.264 H.264 H.264

Camera Day/Night Day/Night Day/Night-WDR Day/Night-WDR Electronic Day/Night Day/Night-WDR

Indoor/Outdoor Indoor / Outdoor Indoor / Outdoor Indoor / Outdoor Indoor Indoor / Outdoor

CCD/CMOS CCD CCD CMOS CMOS CMOS

Streams 2 2 2 2 2

Analytics No No Tamper Detection No Tamper Detection

Image Sensor 1/3” Sony SuperHAD 1/3” Sony ExView 1/3” Sony SuperHAD II WDR 1/3” 1.3MP CMOS Sensor 1/2.7 HD1080 CMOS 1/2.7 HD1080 CMOS

Scanning Mode Deinterlaced Deinterlaced Progressive Progressive Progressive

Wide Dynamic Support No No Yes Yes No Yes

Sensitivity 0.2 Color / 0.03 B/W (Lux) 0.2 Color / 0.03 B/W (Lux) 0.2 Color / 0.03 B/W (Lux) 0.5 Lux 0.3 Color / 0.04 Night Mode (Lux)

Lens Type Vari-focal D/N Motorized Vari-focal D/N Vari-Focal (Motorized -11) Fixed Focal Length Vari-Focal (Motorized -11)

Iris Control DC Auto DC Auto DC Auto Electronic Shutter DC Auto

Mechanical IR Cut Filter Yes Yes Yes (01 & 11) N/A Yes

Optical/Digital Zoom 3.3-12mm 3.3-12mm / 9-22mm 2.7-9mm 4mm 3-9mm

Motion Detection Multi-Zone Multi-Zone Yes Yes Yes

Frame Rate (support in all resolutions) 2x30 NTSC - 2x25 PAL 2x30 NTSC - 2x25 PAL 30+30 HD 720
30+15 1.3 MP

15 @ HD1080
30 @ HD720

30 fps @ 1080
+30 D1

# of concurrent streams 2 2 2 2 2

Audio Support Bi-Directional Bi-Directional Bi-Directional No Bi-Directional

Ethernet 10/100 Auto sensing (RJ45) 10/100 Auto sensing (RJ45) 10/100 Auto sensing (RJ45) 10/100 Auto sensing (RJ45) 10/100 Auto sensing (RJ45)

Serial Port N/A N/A N/A N/A N/A

Input/Output contacts 2 Input / 1 Output 2 Input / 1 Output 1 Input / 1 Output No 1 Input / 1 Output

SD Memory Slot Yes Yes Yes Yes Yes

Outdoor Use Yes Yes Yes (01 & 11) No Yes (01 & 11)

Power Requirements 12VDC / 24VAC / PoE 12VDC / 24VAC / PoE 12VDC / 24VAC / PoE 802.3af PoE 12VDC / 24VAC / PoE

Power Consumption 6W – up to 13W (outdoor) 6W – up to 13W (outdoor) 6W – up to 13W (outdoor) 3.8W 6W – up to 13W (outdoor)

Features denoted as “Available” are included in certain models only.  See the detailed data sheets or ordering guide for the specific models that support those features.



Network PTZ Cameras

Product Family CP-1100 CP-2100 ioicam xptz100dn 

Model Number CP-1101-120 CP-1101-121
CP-2101-180 CP-2101-181

xptz100dn
CP-2101-360 CP-2101-361

Max Resolution/Frame Rate* VGA D1-NTSC/PAL D1-NTSC/PAL 4CIF

IP Video Compression H.264 & MPEG4 H.264 & MPEG4 M-JPEG and MPEG-4 SP, Two separate, independent and configurable video 
streams

Camera Mini PTZ - WDR Day/Night Mini PTZ -WDR Day/Night Full Size PTZ - WDR Day/Night Full Size PTZ

Indoor/Outdoor Indoor Outdoor Indoor Outdoor Outdoor

CCD/CMOS CCD CCD CCD

Streams 2 2 2

Analytics No No Yes

Image Sensor 1/4 -inch CCD Super HAD 1/4 -inch CCD ExView 1/4” SONY Exview HAD CCD

Scanning Mode Deinterlaced Deinterlaced Interlaced

Wide Dynamic Support Yes Yes No

Sensitivity 0.1 Color / 0.01 B/W (Lux) Outdoor Only 0.1 Color / 0.01 B/W (Lux) 0.1 Color / 0.01 B/W (Lux)

Lens Type 12X Auto Focus Zoom 18x / 36X Auto Focus Zoom N/A

Iris Control Auto/Manual Auto/Manual DC Auto

Mechanical IR Cut Filter Yes (outdoor version) Yes Yes

Optical/Digital Zoom 12X + 12X Digital 18X, 36X + 12X Digital 26X

Pan 360 continuous 360 continuous Yes

Tilt Up to 200 degrees with Electronic Image Flip Up to 200 degrees with Electronic Image Flip Yes

Presets/Patterns 256/4 256/4 32 presets

Motion Detection Yes Yes Yes

Frame Rate (support in all resolutions) 2x30 NTSC - 2x25 PAL 2x30 NTSC - 2x25 PAL 30 NTSC / 25 PAL

# of concurrent streams 2 2 2

Audio Support Bi-Directional Bi-Directional Bi-Directional via API

Ethernet 10/100 Auto sensing (RJ45) 10/100 Auto sensing (RJ45) 10/100 Auto sensing (RJ45)

Serial Port N/A N/A N/A

Input/Output contacts 2 Input / 1 Output 2 Input / 1 Output 1 Input / 1 Output

SD Memory Slot Yes Yes No

Outdoor Use No Yes No Yes Yes

Power Requirements 24VAC/DC / 802.03at (indoor use) 24VAC/DC / 802.03at (indoor use) 12VDC

Features denoted as “Available” are included in certain models only.  See the detailed data sheets or ordering guide for the specific models that support those features.



Encoders

Product Family DVT-7612E DVT-7612-EU DVT-7624E EA-201-0 EV-208 EV-116 EV-216
Encoder/Decoder Encoder Encoder Encoder Encoder Encoder Encoder Encoder

Analog Inputs 12 12 24 1 8 16 16

PTZ Support Yes Yes Yes Yes Yes Yes Yes

Video Compression MPEG4 MPEG4 MPEG4 H.264 & MPEG4 H.264 Main Profile (MP), 
Dual Stream

H.264 Main Profile (MP), 
Dual Stream

H.264 Main Profile (MP), 
Dual Stream

Activity Detection No No No Yes Yes Yes Yes

Frame Rate Single stream 4CIF 15/12.5 
fps (NTCS/PAL), 2000kbs 30 FPS NTSC / 25 FPS PAL 30 FPS NTSC / 25 FPS PAL 2x30NTSC-2x25PAL

Dual stream 4CIF 30/25 fps 
(NTSC/PAL) + 4CIF

15/12.5 fps (NTSC/PAL), on 
all channels simultaneously

Single stream 4CIF 15/12.5 
fps NTSC/PAL, or dual 

stream 2CIF
15/12.5 fps NTSC/PAL, on 
all channels simultaneously

Dual stream 4CIF 30/25 fps 
(NTSC/PAL) + 4CIF

15/12.5 fps (NTSC/PAL), on 
all channels simultaneously

Max Resolution 4CIF - NTSC/PAL 4CIF - NTSC/PAL CIF D1-NTSC/PAL 4CIF - NTSC/PAL 4CIF - NTSC/PAL 4CIF - NTSC/PAL

Audio Support E=None 12 Uni-Directional Audio 
Inputs E=None Bi-Directional No No No

Ethernet 10/100 Auto Sensing (RJ45) 10/100 Auto Sensing (RJ45) 10/100 Auto Sensing (RJ45) 10/100 Auto Sensing (RJ45) 10/100/1000 (RJ45) 10/100/1000 (RJ45) 10/100/1000 (RJ45)

Serial Port RS-232 and RS-422/485 
2/4 Wires

RS-232 and RS-422/485 
2/4 Wires

RS-232 and RS-422/485 
2/4 Wires RS-422/485 2/4 Wires RS-232, RS-422/485 2/4 

Wires
RS-232, RS-422/485 2/4 

Wires
RS-232, RS-422/485 2/4 

Wires

Input/Output contacts 12 Inputs / 2 Outputs 12 Inputs / 2 Outputs 12 Inputs / 2 Outputs 2 Inputs / 1 Outputs 8 Inputs / 2 Outputs 16 Inputs / 4 Outputs 16 Inputs / 4 Outputs

Power Requirements 12VDC 12VDC 12VDC 12VDC / 24VAC / 802.03af 12VDC 12VDC 12VDC

Power Output N/A N/A N/A N/A No No No

Power Consumption 20 Watts 20 Watts 24 Watts 6 Watts 20 Watts 20 Watts 25 Watts

Analytics No No No No No No No

Features denoted as “Available” are included in certain models only.  See the detailed data sheets or ordering guide for the specific models that support those features.



Smart Encoders

Product Family ioibox trk1 ioibox trk10d ioibox trk100 ioibox trk100d ioibox trk 200 ioibox trk4000d ioibox trk8000

Encoder/Decoder Encoder Encoder Encoder Encoder Encoder Encoder Encoder

Analog Inputs/Outputs 1/1 1/1 1/1 1/1 2/2 4/4 8/8

PTZ Support No Yes Yes Yes Yes Yes Yes

Video Compression MPEG-4, M-JPEG
MPEG-4 and M-JPEG, Two 
separate, independent and 
configurable video streams)

MPEG-4 and M-JPEG
MPEG-4 and M-JPEG, Two 
separate, independent and 
configurable video streams)

MPEG-4, M-JPEG
MPEG-4 and M-JPEG, Two 
separate, independent and 
configurable video streams)

MPEG-4, M-JPEG

Activity Detection Full Featurted Video Analytics Full Featurted Video Analytics Full Featurted Video Analytics Full Featurted Video Analytics Full Featurted Video Analytics Full Featurted Video Analytics Full Featurted Video Analytics

Frame Rate 30 FPS NTSC / 25 FPS PAL 30 FPS NTSC / 25 FPS PAL 30 FPS NTSC / 25 FPS PAL 30 FPS NTSC / 25 FPS PAL 30 FPS NTSC / 25 FPS PAL 30 FPS NTSC / 25 FPS PAL 30 FPS NTSC / 25 FPS PAL

Max Resolution CIF 4CIF CIF 4CIF CIF 4CIF CIF

Audio Support Via API Via API Via API Via API Via API Via API Via API

Ethernet 1x Ethernet RJ-45 Interface 1x RJ-45 Interface 2x RJ-45 Interface 2x RJ-45 Interface 2 x RJ-45 Interface 1 x RJ-45 Interface 1 x RJ-45 Interface

Serial Port N/A 1x RS-232+1x RS-485 1 x RS-232/RS-485 1 x RS-232/RS-485 1 x RS-232/RS-485 4 x RS-485 + 4 x RS-232 4 x RS-485 + 4 x RS-232

Input/Output contacts 1 Input / 1 Output 1 Input / 1 Output 4 Input / 2 Output 4 Input / 2 Output 4 Input / 2 Output 8 Input / 8 Output 8 Input / 8 Output

Power Requirements 12VDC 12VDC, 24VAC 12VDC 12VDC 12VDC 110 / 220 VAC 110 / 220 VAC

Power Output N/A N/A N/A N/A N/A N/A N/A

Features denoted as “Available” are included in certain models only.  See the detailed data sheets or ordering guide for the specific models that support those features.



Contact Information:
DVTel HQ: 
65 Challenger Road, Ridgefield Park, NJ 07660 • Tel: 201.368.9700

DVTel EMEA: 
7 Lancaster Court • Coronation Road • High Wycombe • HP12 3TD • Tel: +44 (0) 1494430240

DVTel Mexico: 
Paseo de la Reforma 505 Piso 31; Colonia Cuauhtémoc; México City 06500;  (t) +52 443 279 3746.

FG-B March 2011FG-B March 2011

www.dvtel.comwww.dvtel.com

DVTel develops, designs, and provides smart security solutions for video surveillance that help 

protect critical infrastructure - in transportation hubs, city centers, nuclear and power facilities 

along with buildings and campuses of corporations, educational institutions and government facili-

ties. We tie together leading edge IP-based cameras and encoders, with built-in analytics capabil-

ities that detect and report security threats, creating a powerful security “edge”. Using our Intel-

lectual Property for the design and integration capabilities, we manage these edge devices through 

our versatile and highly scalable Latitude video management system.   DVTel’s solutions address the 

security needs of single locations requiring as few as two to three cameras, as well as those with 

global operations and thousands of video channels spread throughout a continent or around the world.   
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